ENVIROCCS 


Advanced Low Floor Double Deck Bus 


The Enviro400 moves double deck body design a major step forward. Operators 
of all sizes will benefit from the market leading combination of additional seats, 
cutting edge styling and ease of boarding. 


The wide gangway is wheelchair friendly and passenger seats are instantly 
available with priority seats near the entrance. There are sufficient lower saloon 
seats to allow the vehicle to be used as a single deck vehicle in off peak times. 


The whole vehicle is designed with the needs of the passenger, operator and 
driver in mind. It has a light, modern and bright interior with comfortable 
seating, and is designed for ease of driving. Should an accident occur, then the 
vehicle is easily repairable. 


The bus is available in 1 and 2 door forms with a wide range of seats, seating 
layouts and options designed into the package from the outset. 


The Enviro400 is available as a fully integrated vehicle linked to the updated 
Trident chassis or on chassis from other manufacturers. 


DIMENSIONS SEATING 
Model Overall Front Rear 
Length Wheelbase} Overhang | Overhang | Lower Saloon Upper Saloon _| Total Passengers 

Trident 10.1m (2 door) | 10100mm | 5250mm | 2650mm | 2200mm 27 inc. 1 tip-up or: 43 70 inc. 1 tip-up or: 
24 + wheelchair 67 + wheelchair 

Trident 10.8m (2 door) | 10800mm |5950mm | 2650mm | 2200mm | 31 inc. 1 tip-up or: 47 78 inc. 1 tip-up or: 
28 + wheelchair 75 + wheelchair 

Trident 10.8m (1 door) | 10800mm |5950mm | 2650mm |2200mm__ | 33 inc. 1 tip-up or: 47 80 inc. 1 tip-up or: 
32 + wheelchair 79 + wheelchair 

Volvo 10.3m (2 door) 10300mm | 5150mm | 2740mm | 2450mm | 25 inc. 1 tip-up or: 43 68 inc. 1 tip-up or: 
24 + wheelchair 67 + wheelchair 

Volvo 11.0m (1 door) 11000mm | 5800mm_ | 2740mm | 2450mm 33 inc. 1 tip-up or: 47 80 inc. 1 tip-up or: 
32 + wheelchair 79 + wheelchair 

Volvo 11.0m (2 door) 11000mm | 5800mm_ | 2740mm | 2450mm 29 inc. 1 tip-up or: 47 76 inc. 1 tip-up or: 
28 + wheelchair 75 + wheelchair 

Number of standees is dependent on level of options and specification of vehicle. 
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Structure 

The structure is jig built from aluminium extrusions and stress 
panels using all the knowledge from the ALX400 to ensure full 
structural integrity. Dissimilar metals are treated with dielectric 
paint and the completed vehicle is undersealed upon build 
completion. 


Exterior Panels 

Aluminium panels are used, butt jointed and bonded to the 
frame. The side skirt panels are easily detachable for speedy 
replacement. The roof is aluminium sheet and bonded to the 
frame. The front and rear domes and glazing surrounds are GRP 
mouldings. The low-level front and rear panels are ABS 
mouldings with bumpers in three sections designed for quick 
removal and/or replacement. 


Glazing 

The vehicle is available with bonded or gasket glazing with 
single piece windscreens offering first class visibility. Hopper 
windows, tinted glass and heated windscreens are available. 


Doors 

The entrance is fitted with a 1200mm wide twin leaf glider door 
with active seals to improve sealing. The two-door variant has a 
twin leaf sliding plug door providing a clear exit platform. 


Interior Trim 
The interior is wipe clean laminates tailored to the users 
requirements and to match seat moquette and floor colouring. 


Floor Covering 
A hard-wearing vinyl floor covering is offered as standard in a 
variety of colours and patterns. 


Heating & Ventilation 
The standard vehicle is supplied with blown air heating in both 
saloons with forced air ventilation from the front dash area in 


supplied: A variable rate powered air extract which provides 
over one hundred air changes per hour in the upper saloon. 
Upper saloon air chill system providing cool air via roof ducting 
over the full length of the saloon. The optional systems can be 
supplied independently or together as a fully integrated heating 
and ventilation system controlled to preset vehicle temperatures 
by the vehicle multiplex system. 


Electrical System 

The electrical system is fully multiplexed with the electrical 
centres located behind the driver's area and in the upper saloon 
5-way seating area, with large access panels for easy 
maintenance. 

The system provides on-board vehicle diagnostics via the driver's 
screen when supplied on Alexander Dennis Trident chassis. 
Marker lights, side/tail, indicators, stop lights, fog and reverse 
lights are all supplied as LED’s as standard. 

CCTV, Real Time information systems, reversing cameras, security 
systems, PA systems and sound systems are all available as 
options. 


Seating 
Various seat types can be fitted from bus seats to coach seats, 
with a belted option shortly to be available. 


Destination Gear 

Hanover electronic destination gear is standard on non London 
vehicles. For London, TfL compliant blinds are fitted. Alternative 
electronic destination gear is available. 


Entrance Ramps 

The single door vehicle is fitted with a manual ramp as standard 
with optional powered ramps available. The two door has a 
powered ramp at the middle door as standard with a choice of 
suppliers. 


the upper saloon. Integrated driver's air conditioning system Chassis 
supplies cool or warm air directly to the driver. Systems which Alexander Dennis Trident 
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models and items described. 
For the latest details always consult 
Alexander Dennis. 09/05 


Falkirk FK1 4JB 

Tel: +44(0)1324 621672 Fax: +44(0)1324 632469 
www.alexander-dennis.com 

Email: enquiries@alexander-dennis.com 


ALEXANDER 
DENNIS 


